FCE Project# 1627

Client:

| Date Performed:

5/26/20

281 Middlesex LLC

Locaﬁoh:

4 Holly Lane.'Darien

 Observed by: _

' Wayne D'Avanzo

Test Ho_le Tl

~|0-14" Topsoil
_ 142"  Brown Silty Loam ]
122-50" Grey Grawel and Silt
~ No Ground Water
Mottling @ 22" | )
'No Ledge
TestHole2: - ) -
' 0-13" Topsoil 7
) 113-22" | Brown Silty Loam
22-49" | Grey Gravel and Silt
No Ground Water |
Mottling @ 22"
_INo Ledge
Conducted by: Others Project. | 1627
Location: 4 Holly Lane Town: | Darien |
Client : 281 Middlesex Road Date: 5/26/20
Weather conditions prior to and during tests:
Clear '
Single Lot: - X Subdivision:
Diameterof Hole: 8" Depth of Hole: 30"
PT-g1‘ 7 - Design
Pre-Soak @: 1:00 PM 1"/30 Min.
| Time Depth to Dropin | Soil Percolation Rate
Time Increment Water inches Time to drop 1 inch
1:40 AM — 4" — —
1:50 AM 10 Min. h 5" 2.0 Min.
2:00 AM 10 Min. 1112" 212" 4.0 Min.
2:10 AM 10 Min. 121/2" 1" 10.0 Min.
2:20 AM 10 Min. 13 1/4" 3/4" 13.3 Min.
2:30 AM 10 Min. 13 3/4" 1/2" 20.0 Min.
2:40 AM 10 Min. 14 1/8" 3/8" 26.7 Min.

NOTE:

THE MUD-TRACKING BED SHALL BE

MAINTAINED TO PREVENT TRACKING OF
SEDIMENT ONTO THE PUBLIC ROADWAY.
THIS MAY REQUIRE PERIODIC TOP
DRESSING OR EXTENSION OF
MUD-TRACKING BED. ALL SEDIMENT
DROPPED OR TRACKED ONTO ROADWAY
TO BE REMOVED IMMEDIATELY.

FASTEN FILTER
FABRIC W/NYLON

OVERLAP AT JOINTS.

EXISTING

GRADE—

INSTALL FILTER FABRIC
ON UNSTABLE, SOFT OR

LOCATE AT SITE CONSTRUCTION
ENTRANCE, SEE PLAN FOR LOCATION.

WET SOILS. EXXON GTF-150

OR EQUAL

MUD-TRACKING BED

NOT TO SCALE

FLOW

1"x1"x48" HARDWOOD
POST AT 10' 0.C.
TILT UPHILL 10°

30"

EDGE UPHILL,
BACKFILL TRENCH
AND COMPACT.
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DIG TRENCH my
EXTEND FABRIC 6
INTO SOIL. CURL

18" WORK SEQUENCE:

1
2
3

A— 36" MIRAFI #100X
FILTER FABRIC, OR
APPROVED EQUAL

SEDIMENT BEFORE
REMOVING SILT FENCE.

DIG 6" TRENCH
INSTALL POSTS
INSTALL FILTER FABRIC

¢— NOTE: REMOVE TRAPPED

4) BACKFILL TRENCH AND

COMPACT

SILT FENCE

NOT TO SCALE

NOTE: FILTER FABRIC
SHALL BE 1" TRAP ROCK
NON—-WOVEN, MEETING

ASTM D—3776 AND VARIES
- FILTER FABRIC
D-4491. | / /
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CRUSHED STONE BED

24" LEACHING GALLERY

NOT TO SCALE

ROUND HEAVY DUTY

ACCESS FRAME & COVER
FINISH GRADE CAMPBELL FOUNDRY # 4155
\ 10" (FOR PAVED AREA OR DRIVEWAY)
I CEMENT MORTAR

ADJUST TO GRADE WITH MAX.

N
//T%
\\":\\Jﬂ

TR X OF TWO COURSES OF BRICK
N A N y b
THREADED END PLUG / ’
6" SDR-35 Pvc/ N~
s
S il 12” HDPE SLEEVE

(TO SUPPORT COVER)

INSPECTION PORT

NOT TO SCALE

FINISH GRADE

SCREEN MESH GRATE
FLUSH WITH
FINISH GRADE

N NN
R

45" BEND
PVvC —\

PVC \ [ PVC

3 —___FROM
BUILDING

BNNN
R

———PVC

S — 1« LARGE
[ | [ | FLAT STONE

TYPICAL CLEANOUT

NOT TO SCALE

FINISH GRADE
PITCH TO DRAIN

HEAVY—DUTY CAST IRON
FRAME & GRATE. RATED
FOR H—20 LOADING. USE
SOLID COVER FOR JUNCTION

HOXES.
|
PRECAST CONCRETE
SUMP & RISER UNITS
INVERT
ELEVATION — [ 11 AS REQUIRED
OUTLET \ \
SEE PLAN
T~ 90 DEGREE PVC ELBOW OR HOOD
24" MIN
1
2!_2"T
1

AC—~YD-34 YARD DRAIN BY ARROW
CONCRETE PRODUCTS, MILFORD, CT.

2x2 DRAIN INLET/JUNCTION BOX

NOT TO SCALE

RESIDENTIAL CATCH BASIN
/ W/ CONCRETE COVER
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Y CULTECS

24" SUMP
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O) ———10" LAYER OF
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UNDISTURBED (OR)
COMPACTED SOIL

COARSE PARTICLE SEPARATOR

NOT TO SCALE
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95% COMPACTED
FILL

9" MIN.
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MIN. 47"
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CULTEC RECHARGER 280HD
TYPICAL CROSS SECTION

4 OZ. NON-WOVEN
FILTER FABRIC
ALL AROUND STONE

1-2"WASHED
CRUSHED STONE

281 MIDDLESEX LLC

4 HOLLY LANE

STAMFORD, CONNECTICUT

date

5-14-20 \
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